












TONES & RELAY TIMING
PROGRAMMING

Programming Kit G-3432 is required to program the decoder/timer/relay board. Some 
of the things that can be programmed are; tone frequencies, tone timing, relay cycle 
time, and total relay timeouts.  Programming Kit G-3433 is required to program the RF 
receiver.

For decoder program - Install the CD into your disk drive and run the setup.exe �le. 
This will make new Veetronix and Microchip folders in your Program Files or Program 
Files (x86) folder. It will also install the decoder software, Microchip MCP2200 driver, 
and put an icons on your desktop. 

Apply power to the decoder board. The power LED (D8) will illuminate when power is 
applied. The processor LED (D5) will also illuminate and begin to �ash when 
initialized.

Connect the programming cable by plugging into a USB port on your computer and 
the MINI USB end of the cable to J5 of the decoder board.  This connector is located at 
the top of the decoder board.  Once the decoder board has detected the USB 
connection the processor LED (D5) will stop �ashing and stay on solid.

Open the decoder software by clicking on the V icon on your desk top, then select 
Siren Decoder option. Once the software has opened at the bottom of the menu it 
will display the version software as well as the Comm port the communicating on.  If 
you receive a communication error, click on the large button, “Device Search”.

Make your tone frequencies and relay options for each code required.  Then click the 
button “Download To Device”, once your information has been downloaded you will 
get a response back tell you that it has been successful.  

TURN OFF POWER TO DECODER BEFORE YOU UNPLUG THE PROGRAMMING CABLE. 
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